
Kingston Model 118CSS  
ASME Code High Flow Safety Valve  
Brass, Stainless Steel Ball  

Kingston Safety & Relief Valves 

Model Available Sizes  Orifice Figure/Part No 
Dimensions (inches)  

Height (A)   Hex (B)       
Set Pressure 
Range PSIG 

Approximate 
Ship Weight 

Max 
Temp 

118CSS 

мκпέ bt¢ .295 118CSS-2-000 3 3/16 5/8 

25-300 

3 oz 

400°F 

оκуέ bt¢ .343 118CSS-3-000 3 9/16 3/4 5 oz. 

мκнά bt¢ .343 118CSS-4-000 3 13/16 7/8 9 oz. 

оκпέ bt¢ .578 118CSS-5-000 5 7/16 1 1/2 1 lb. 2 oz 

мέ bt¢ .578 118CSS-6-000 5 3/4 1 5/16 1 lb. 5 oz 
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Features: 
High Flow Capacity 
Precision Machined Hard Seat  
Brass Construction 
Stainless Steel Ball & Spring 
Pull Ring for Manual Testing 
ASME Certified -  Stamped UV + NB 
Registered in All Canadian Provinces & Territories 
Maximum Temperature 400°F 
Set Pressure Range 25-300 PSIG 
Every Safety Valve Factory Set and Tested 

A 

 B 

No. Part Name Materials 

1 Body Brass  

3 Stem Assembly Brass Stem, Stainless Steel Ball  

4 Spring Stainless Steel 

5 Adjusting Screw Brass  

6 Lock Nut Brass  

7 Cap Brass  

8 Pull Ring Stainless Steel 

9 Seal Vinyl 



Kingston Model 118CSS Safety Relief Valve 

Valve Family 
 
ASME Code 

- Ψ/Ω  /ƻŘŜ /ŜǊǘƛŦƛŜŘ 

 
Material Codes 

- Ψ{{Ω  .ǊŀǎǎΣ {ǘŀƛƴƭŜǎǎ {ǘŜŜƭ .ŀƭƭ 

 
Special Processing Codes 

 

Size 
н Ґ  мκпέ bt¢ 
о Ґ  оκуέ bt¢ 
п Ґ  мκнέ bt¢ 
р Ґ  оκпέ bt¢ 
с Ґ  мέ bt¢ 

Relief Pressure Setting 
5 psi increments 
Examples: 

25 psi    =  - 025 
150 psi  =  - 150 

All Kingston Safety Valves are manufactured under a quality control sys-
tem approved by the National Board of Boiler and Pressure Vessel Inspec-
tors. 

Coded valves are certified by the ASME and set and sealed at the factory. 

Set pressure can deviate from the marked by ± 2 psi below 70 psi set 
pressures and ± 3% at 70 psi and above. 

Hard Seat Valves (metal to metal) are not inherently bubble tight. King-
ston Valves conform to commercial seat tightness as defined in API Stan-
dard 527.  

Final application design and integration of Kingston Products are the sole 
responsibility of the end user. 

Storm Manufacturing reserves all rights. Product specifications and de-
signs are subject to change without notice. 
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Ordering Information 

Flow Capacity Information 

Product Notes 


